
◆ IEEE802.3, IEEE 802.3u, IEEE 802.3ab,  

IEEE802.3z, IEEE802.3af, IEEE802.3at 

◆ High back-plane bandwidth 1Gbps 

◆ 4 PoE ports (Ports 2-5),each PoE port output 

 30w max power 

◆ 1K entry MAC address table of the PoE switch 

 with auto-learning and auto-aging 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

JFS1005E-4P-65 
5 RJ-45 10/100M Ports PoE Switch 

◆ Surge protection for power port and data  

ports 

◆ Compact metal case for desktop or  

wall-mounting 

◆ EMI standards complies with FCC, CE class B 

◆ Extend function: port lightning protection,  

power lightning protection, CCTV mode 

PoE Switch 

Mode JFS1005E-4P-65W 

Fast/Gigabit Ethernet 4FE PoE+1FE 

SFP Slots -- 

Switching Capacity 1G 

Forwarding Rate 
10BASE-T: 14880pps/port 

100BASE-TX: 148800pps/port 

LED Indicators PWR, PoE, Link/Act LED 

MAC Table Size 1K 

PoE Standard 
IEEE802.3af,Max to 15.4w                               

IEEE802.3at,Max to 30w 

Thermal methods Fanless 

PoE Budget 65W 

PoE PIN Assignment 
3,6(V-)                                                                                                            

1,2(V+) 

VLAN Port Lightning Protection, Power Lightning Protection, CCTV mode 

Flow control Support 

Management -- 

General 

Working Temperature 0℃~40℃ 

Input voltage 48V DC  

Package Size 130mm*86mm*29mm 
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5 RJ-45 10/100M Ports PoE Switch 


